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. a height that its surface may just touch the face' of the
stone.

" Glazing is a process following that of grinding. It con-
sists in giving that degree of lustre and smoothness to an
article which can be effected by means of emery of the
various degrees of fineness. The tool on which the glazing
is performed is termed a glazer. It consists of a circular
piece of wood, formed of a number of pieces in such a man-
ner that its edge or face may always present the end way of
the wood. Were it made otherwise, the contraction of the
parts would destroy its circular figure. It is fixed upon an
iron axis similar to that of the stone. Some glazers are
covered on the face with leather, others with metal consist-
ing" of an alloy of lead and tin; the latter are termed caps.
In others, the wooden surface above is made use of. Some
of the leather-faced glazers, such as are used for forks, table-
knives, edge-tools, and all the coarser polished articles, are
first coated with a solution of glue, and then covered with
emery. The surfaces of the others are prepared for use by
first turning the face very true, then filling it with small
notches by means of a sharp-ended hammer, and lastly fill-
ing up the interstices with a compound of tallow and emery.

" The pulley of the glazer is so much less than that of
the stone that its velocity is more than double, having in
general a surface speed of 1500 feet in a second.

" The process of polishing consists in giving the most
perfect polish to the different articles. Nothing is sub-
jected to this operation but what is made of cast steel, and
has been previously hardened and tempered.

"The polisher consists of a circular piece of wood
covered with buff leather, the surface of which is covered
from time to time, while in use, with crocus. The